
GREENOIL RANGE OF FILTER ELEMENTS  

Material of surplus sheep wool  

Easy and quick filter change without oil 

spill  

No tools required for filter replacement  

No physical contact with oil   

All GreenOil filter elements are designed for 

high dirt - holding capacity and optimal per-

formance. The filter canister allows for 

quick replacement without direct contact 

with the oil.  

The GreenOil filter range offers several ben-

efits , including the effective removal of s oft 

contaminants that contribute to the for-

mation and build - up of varnish in the oil.  

As a result, GreenOil filters maintain the VPR 

(Varnish Potential Rating) well below critical 

levels, even in applications exposed to 

heavy loads and high operating tempera-

tures.  
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KEY FEATURES  

Filter for Lubrication oil 2001M and 2702E  

The 2001M and 2702E are designed for the filtration of engine lubrication oil and are developed to remove combustion by - products , varnish, 

water, and insoluble contaminants. The 2702E is also used to ensure optimal oil performance in thruster and stern tube applic ations.  

Filter for hydraulic oil 2201H, 2202H and 2402F  

Filter elements 2201H and 2202H are designed for installations with the highest demands on oil quality. Studies show that up to 90% of all 

breakdowns in hydraulic systems are related to particle contamination. Deep filtration is therefore essential to prevent unne ces sary wear 

and costly failures. Note: These elements can also be used in thermal oil applications.  

The 2402F is best suited for applications where even the smallest particles must be removed.  

Filter for transmission oil 2101T and 2102T  

2101T and 2102T are similar to the hydraulic oil filter elements but designed for transmission oils at very high viscosity.  

Filter for diesel oil 2302C  

Engine fuel systems are becoming increasingly sensitive to particle and water contamination. The 2302C filter is optimized fo r the removal of 

fine particles and is designed for use with an integrated coalescer system for efficient water separation. This ensures the h igh est level of fuel 

cleanliness, helping to prevent unnecessary wear and reduce the risk of breakdowns.  

Filter for wind turbines 2602G  

The 2602G filter element is designed for the filtration of oil in wind turbine gearboxes. It is intended for applications wit h the highest de-

mands on oil quality. The filter features a high dirt - holding capacity, enabling maintenance intervals to be aligned with the st andard service 

intervals of the wind turbine.  

TECHNICAL DATA  Lubrication oil  Hydraulic oil  Transmission oil  Diesel 

oil  

Gear oil  

Element type  2001M  2702E  2201H  2202H  2402F  2101T  2102T  2302C  2602G  

Filter element size [liter]  3 8  3 8  8  3 8  8  8  

Viscosity at 40°C [cSt]  100- 250  100- 460  0- 100 0- 100 0- 100 250 - 460  250 - 460  0- 45  200 - 460  

Dirt holding capasity [liter]  2 6 2 6 6 2 6 6 6 

Absolute filter rating* [µ]  5 5 3 3 2- 3 9 9 5 3 
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