
D
a

ta
 S

h
e

e
t 

W
P

1
-

C
X

-
5

0
0

-
2

0
0

0
_

0
3

.2
0

2
6

 

Overview  

The WP1 - C4 - XXX is designed for cleaning 

marine diesel and gas oil. It can be installed in 

the fuel transfer system between the settling 

(bottom) tank and the service (day) tank, or 

alternatively used as an off - line system in 

either tank to recirculate the oil. The unit ef-

fectively removes particles and water from 

marine diesel or gas oil.  

The filtration system is widely used in the 

maritime and industrial sectors to ensure 

optimal reliability and extend the lifetime of 

engines and equipment.  

 

Functions  

The system consists of a pump and motor unit 

combined with a GreenOil filter and an inte-

grated water separator.  

The pump continuously circulates the oil 

through the filter and water separator, where 

particles and water are removed. The cleaned 

oil is then returned to the tank, while separat-

ed water is drained from the system.  

All particle filtration is carried out using the 

GreenOil filter range, ensuring the highest 

level of oil cleanliness. This makes the system 

suitable even for applications with sensitive 

fuel systems or high - pressure requirements.  

Fully replaces purifier/separator.  

Removes bacterial contamination in 

the oil.  

Effortless and quick filter change 

without oil spill.  

No tools required for filter replace-

ment.  

No physical contact with oil when 

replacing filter insert.  

Complete unit in AISI 304 Stainless . 

COMPLETE SYSTEM FOR MARINE DIESEL AND GAS OIL  KEY FEATURES  

 

 

 

TECHNICAL DATA  WP1- C4 - 500  WP1- C4 - 1000  WP1- C4 - 1500  WP1- C5 - 2000  

Filtered Oil Flow [l/h]  550 - 670  1000 - 1200  1500- 1800  2000 - 2400  

Oil Pressure In, max. [Bar]  1 1 1 1 

Oil Suction Height [m]  3- 4 3- 4  3- 4 3- 4 

Viscosity [cSt]  2- 25 2- 25 2- 25 2- 25 

Power Supply [VAC -  Hz]  3x400/440 or 

3x690 - 50/60  

3x400/440 or 3x690

- 50/60  

3x400/440 or 3x690

- 50/60  

3x400/440 or 3x690 -

50/60  

Max Power Consumption [W]  370  370  750  750  

Connections [”RG] (BSP)  3/4  3/4  1 1 

Dimensions H x W x D [mm]  775 x 635 x 435  775 x 820 x 435  775 x 1105 x 435  605 x 1090 x 640  

Weight [kg]  47 73 85  92  

Materials  AISI 304 Stainless  AISI 304 Stainless  AISI 304 Stainless  AISI 304 Stainless  

Filter canister [liter]  1 x 8 2 x 8  3 x 8  4 x 8  

Water drain tank  Standard  Standard  Standard  Standard  

Local Start/stop Panel  Standard  Standard  Standard  Standard  

Pressure alarm and Automatic water drain  Option  Option  Option  Option  

Water alarm  Standard  Standard  Standard  Standard  

GreenOil Standard A/S  

Erhvervsparken 2  

DK- 8400 Ebeltoft  

Email: Info@greenoil.dk  

Phone: +45 87 52 00 84  

Greenoilstandard.com  

https://www.greenoilstandard.com/

